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City of Stockbridge

	Vehicle Summary (NOTE THIS VEHICLE IS ALREADY OWNED by the City of Stockbridge and the vendor will fabricate the sludge spreader and install it on this truck)

	
	
	
	
	

	Unit
	
	Chassis

	Model:
	Model 365
	
	Fr Axle Load (lbs):
	18740

	Type:
	Full Truck
	
	Rr Axle Load (lbs)
	40000

	Description:
	New Pres082933
	
	G.C.W. (lbs):
	80000

	
	
	
	Road Conditions:
	

	Application
	
	
	

	Intended Serv.:
	Construction Dump-On/Off
	
	Class A (Highway)
	94

	
	Highway
	
	Class B (Hwy/Mtn)
	6

	Commodity:
	Construction Materials
	
	Class C (Off-Hwy)
	0

	
	
	
	Class D (Off-Road)
	0

	Body
	
	Maximum Grade:
	6

	Type:
	End Dump
	
	Wheelbase (in):
	220

	Length (ft):
	16
	
	Fr Axle to BOC (in):
	68.9

	Height (ft):
	10.0
	
	Cab to Axle (in):
	151.1

	Max Laden Weight (lbs):
	6000
	
	Cab to EOF (in):
	212.8

	
	
	
	Special Req.

	Trailer
	
	
	

	No. of Trailer Axles:
	0
	
	
	

	Type:
	
	
	
	

	Length (ft):
	0
	
	
	

	Height (ft):
	0.0
	
	
	

	Kingpin Inset (in):
	0
	
	
	

	Corner Radius (in):
	0
	
	
	

	Restrictions
	
	
	

	Length (ft):
	40
	
	
	

	Width (in):
	102
	
	
	

	Height (ft):
	13.5
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Note: All sales are F.O.B. designed plant of manufacture.
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	Description
	Weight

	Base Model
	 
	 

	 
	Model 365
	15,115

	 
	Construction Materials
	0

	 
	Construction Dump-On/Off Highway
	 

	 
	Truck or tractor without liftable trailing axle which carries bulk materials (excavated earth, sand/gravel, asphalt, demolition debris, etc.) and unloads by dumping out the back, over the side of the body, or out the bottom of the trailer.
	0

	 
	End Dump
	0

	Configuration
	 
	 

	 
	Truck Body Manufacturer: Heil
	0

	Frame & Equipment 
	 
	 

	 
	10-3/4in Steel Rails To 354in 
10.75x3.5x.375 Dimension, 2,136,000 RBM
	344

	 
	Full Steel Inner Liner
	659

	 
	Heavy-Duty Iron Front Spring Brackets Fwd & Rear
	35

	 
	Aluminum Frame Rail Crossmembers
	-60

	 
	EOF Square without Xmbr 
For use with body builder installed crossmember.
	-64

	 
	Omit Rear Mudflaps and Hangers
	-25

	 
	Holland (2) TH-10050 Tow Hooks EOF
	0

	Front Axle & Equipment
	 

	
	Dana Spicer D2000F 20,000 lb, 3.5in Drop                                                                          
	503

	
	Factory front axle alignment to improve handling & reduce tire wear. Zerk fittings on tie rod ends, king pins, & draglink ball joints for ease of maintenance & help extend temperatures, extending component life.service life of components. Cognis EMGARD® FE 75W-90 synthetic axle lube provides over 1% fuel economy improvement. Reduces wear & extends maintenance intervals, resulting in increased uptime. Provides improved fluid flow to protectcomponents in extreme cold conditions & withstand the stress from high
	 

	 
	Taper Leaf Springs, Shocks 20,000 lb
Standard with Heavy Resistance Shocks.
	0

	 
	Power Steering Sheppard M100 Dual
	26

	 
	Glidekote splines on steering shaft extend service life of components.
	 

	 
	Power Steering Reservoir Frame Mounted w/Cooler                                                     
	2

	 
	PHP10 Aluminum PreSet PLUS Hubs                                                                              
	0

	 
	Bendix Air Cam Front Drum Brakes 16.5x7                                                                     
	0

	
	For use with 20,000 lbs to 22,000 lbs steer axles or front drive axles.
	

	 
	Includes automatic slack adjusters & outboard mounted brake drums.
	 

	 
	Gusseted Cam Brackets, Steer Axle                                                                                
	0

	Rear Axle & Equipment
	 

	
	Dana Spicer DSP41 40,000 lb                                                                                          
	35

	
	Interaxle diff lock air rocker occupies space of one gauge. Laser factory
	

	
	axle alignment to improve handling & reduce tire wear. Magnetic rear axle

	
	oil drain plug captures & holds any metal fragments in drive axle lube to

	
	extend service life. Parking brakes on all drive axles for optimal
	

	
	performance. Cognis EMGARD® FE 75W-90 synthetic axle lube provides
	

	
	over 1% fuel economy improvement. Reduces wear & extends
	

	
	maintenance intervals, resulting in increased uptime. Provides improved

	
	fluid flow to protect components in extreme cold conditions & withstand the

	 
	stress from high temperatures, extending component life.
	 

	 
	p-HP10 Aluminum PreSet PLUS Hubs                                                                              
	0

	 
	Long Stroke Parking Brakes, Drive Axle(s)                                                                     
	0

	 
	Rear Brake Camshaft Reinforcement                                                                              
	9

	 
	Lube Pump, Drive Axle(s)                                                                                               
	36

	 
	Gusseted Cam Brackets, Drive Axle(s)                                                                            
	2

	 
	SBM Valve                                                                                                                                                            0                          

	
	Full trucks require a spring brake modulation (SBM) system for emergency

	
	braking application. This system requires an SBM valve and a relay valve

	
	with spring brakes on the rear axles. The SBM valve allows the foot valve

	
	to operate the rear axle spring brakes if a failure exists in the rear air
	

	 
	system.
	 

	 
	Stability System Not Selected or Not Available                                                              
	0

	 
	Anti-Lock Braking System (ABS) 4S4M                                                                        
	-30

	 
	ABS-6. Includes air braking system.
	 

	 
	Synthetic Axle Lubricant All Axles                                                                                                                  0                                                                                                         

	
	The conventional model product line includes Fuel Efficient Cognis
	

	
	EMGARD FE75W-90 which provides customers performance advantages
	

	
	over current synthetic lubricants with reduced gear wear and extended
	

	
	maintenance intervals, resulting in increased uptime. In addition, the
	

	
	lubricant provides improved fluid flow to protect gears in extreme cold
	

	
	conditions and withstand the stress from high temperatures, extending
	

	 
	component life.
	 

	 
	Bendix Air Cam Rear Drum Brakes 16.5x7                                                                      
	0

	 
	Inc automatic slack adjusters & outboard mounted brake drums.
	 

	 
	Ratio 5.29 Rear Axle                                                                                                          
	6

	 
	Hendrickson RT403 40,000 lb                                                                                       
	701

	Engine & Equipment
	 
	 

	
	ISX12 400@1800 GOV@2100 1650@1100                                                                     
	-10

	
	(2013 Emissions) Includes alum flywheel housing. Chevron Delo LE SAE
	

	
	15W40 engine oil is specially formulated for new low emissions engines.

	
	Magnetic engine oil drain plug captures and holds any metal fragments in

	
	engine oil to extend service life.
	

	
	N20300   P029 No....Idle Shutdown Enable
	

	
	N20380   P001 62....Max Speed in Top Gear
	

	
	N20400   P059 62....Maximum Cruise Speed
	

	 
	N20440   P030 5.....Idle Shutdown Timer
	 

	 
	CARB Engine Idling Compliance                                                                                      
	0

	
	PACCAR PX-7, PX-9 and MX, Cummins ISL, ISM and ISX diesel engines
	

	
	will include the required factory installed serialized sticker on the drivers

	 
	door to identify them as meeting the NOx idling standard.
	 

	 
	PACCAR 160 Amp Alternator, Brushed                                                                           
	0

	 
	Immersion Type Pre-Heater 110-120V                                                                             
	2

	 
	Phillips
	 

	 
	Oil Pan Heater 120V/300W                                                                                                
	2

	 
	PACCAR 12V Starter                                                                                                         
	0

	 
	3PACCAR Premium 12V Dual Purpose Batt 2100 CCA                                                 
	0

	
	Threaded stud type terminal. Stranded copper battery cables are double
	

	 
	aught (00) or larger to reduce resistance.
	 

	 
	Big Switch Battery Disconnect                                                                                        
	4

	 
	Mounted on battery box
	 

	 
	Battery Jumper Terminal Mounted Under Hood                                                             
	4

	 
	LH Frame Rail. Not available with PX-6 engines.
	 

	 
	2-Speed Fan Clutch For Frequent Start/Stops                                                                
	0

	 
	18.7 CFM Air Compressor                                                                                                 
	0

	
	Furnished on engine. Teflon lined stainless steel braided compressor
	

	 
	discharge line.
	 

	 
	C-Brake By Jacobs, ISX12, ISX12-G                                                                               
	77

	 
	PACCAR Fuel Filter, Unheated                                                                                         
	0

	 
	With water in fuel (WIF) sensor
	 

	 
	High Efficiency Cooling System                                                                                                                        0

	
	Silicone radiator & heater hoses enhance value, durability, & reliability.

	
	Constant tension band clamps reduce leaks. ClimaTech extended life
	

	
	coolant extends maintenance intervals which reduces maintenance costs.

	
	Anti-freeze effective to -30 degrees F helps protect the engine. Low
	

	
	coolant level sensor warns of low coolant condition to prevent engine
	

	 
	damage.
	 

	 
	(1) Air Cleaner Firewall Mounted                                                                                      
	0

	
	Molded rubber air intake connections with lined stainless steel clamps seal

	 
	to prevent contaminants in air intake.
	 

	 
	Exhaust Single RH Side Of Cab
	0

	
	DPF/SCR RH under cab. Includes cab entry RH under cab and full round
	

	 
	stainless steel exhaust guard.
	 

	 
	45 Degree Cut Curved Tip Standpipe(s)
	0

	 
	36in Ht, 5in Dia Chrome, Clear Coat Standpipe(s)
	4

	Transmission & Equipment
	 

	
	Allison 4500 RDS-P Transmission, Gen 5                                                                   
	235

	
	Rugged Duty Series. Includes Rear Transmission Support, TranSynd
	

	
	Transmission Fluid, and Water Oil Heat Exchange. Also includes features

	
	that monitor the transmission fluid, filter and clutch condition. Will display

	
	percent life remaining for the transmission fluid, filter and clutches on the

	
	shift selector. This information may be displayed using the Mode and Up

	
	and Down buttons. A wrench icon will also be included to indicate when

	
	the transmission fluid, filter or clutches need servicing. (Suited for vehicles

	 
	operating on/off highway and/or requiring PTO operation)
	 

	 
	1810 HD Driveline, 1 Midship Bearing                                                                          
	331

	 
	4.5inx .180 wall tubing
	 

	 
	(1) Dash Mounted Single Acting Air PTO Control                                                           
	0

	
	Standard with PTO engaged indicator light on Class 8 units. Occupies the

	 
	space of one gauge.
	 

	 
	Allison 5-Speed Configuration - Wide Ratio Gears                                                         
	0

	 
	Allison 4500 Trans only
	 

	 
	Dash Mounted Push Button Shifter                                                                                 
	0

	 
	Allison Load Based Shift Schedule (LBSS)
	 

	Air & Trailer Equipment
	 

	 
	Bendix AD-IS EP Air Dryer with Heater
	4

	
	Extended Purge (for use with higher air consumption applications). An
	

	
	integrated system air dryer that incorporates the functions of the air dryer,

	
	purge reservoir (which increases the drying capacity), wet air tank,
	

	
	pressure relief valve, single check valves, and pressure protection valve
	

	
	for air susp and other air accessories. Includes easy-to-service spin-on
	

	 
	dessicant cartridge.
	 

	 
	Berg Pull Cord Drain Valve(s) - All Air Tanks
	0

	 
	Nylon Chassis Hose
	0

	 
	Steel Painted Air Tanks
	0

	
	All air tanks are steel with painted finish except when Code 4543330
	

	
	Polish Aluminum Air Tanks is also selected (then exposed air tanks
	

	
	outside the frame rails will be polished aluminum). Peterbilt will determine

	
	the optimal size and location of required air tanks. Narratives requesting a

	
	specific air tank size or location will not be accepted for factory installation.

	 
	See ECAT to determine number or location of air tanks installed.
	 

	 
	Omit Standard Trailer Connection Package
	0

	 
	(Omits 12ft A&E lines, Hose Tenna, and Hand Valve)
	 

	 
	Body Connections 5ft BOC
	0

	
	Junction Box contains light and power circuits for Body Connections
	

	 
	located 5ft from BOC.
	 

	 
	Route Air & Electric Lines To Allow Welding
	0

	 
	of sub frame to top of frame 8in forward of BOC to EOF
	 

	Tires & Wheels
	 
	 

	 
	FF: GY 18ply 385/65R22.5 G296 MSA
	104

	 
	RR: GY 16ply 11R22.5 G287 MSA
	128

	 
	Code-rear Tire Qty 08
	0

	 
	FF: Accur 29806 Pit 22.5x12.25 Stl Whl 
Pilot Mount. 11,500 lb. load rating per wheel.
	81

	 
	RR: Accur 50291 Pit 22.5x8.25 Stl Whl
	44

	 
	Heavy Duty
	 

	 
	Code-rear Rim Qty 08
	0

	Fuel Tanks
	 
	 

	
	23in Aluminum 100 Gallon Fuel Tank LH U/C
	287

	
	Includes steps for cab access. Paddle handle filler cap with threadless
	

	
	filler neck. Top draw fuel plumbing reduces chance of introducing air into

	
	the fuel system during low fuel level conditions due to the central
	

	
	placement of fuel pickup tube. Wire braid fuel lines increase durability &

	 
	reduce potential for leaks.
	 

	 
	Location LH U/C 100 Gallon
	0

	 
	Fuel Cooler
	15

	 
	Required with single fuel tank.
	 

	 
	DEF Tank Mounted RH BOC
	0

	
	You have selected a Diesel Exhaust Fluid (DEF) tank mounted on the
	

	
	right-hand (passenger) side of the vehicle. Note, some retail fuel
	

	
	distributors have chosen to standardize on DEF dispensing pumps
	

	
	oriented to the left-hand (driver) side of the vehicle. Please verify your
	

	 
	selection for DEF tank mounting.
	 

	 
	DEF Tank Small
	0

	 
	RH Tank None Furnished
	-86

	Battery Box & Bumper
	 

	
	Aluminum Space Saver Battery Box LH BOC
	-20

	 
	Battery Access From Side
	 

	 
	DPF Cab Entry Aluminum Non-Slip Step RH Under Cab
	0

	 
	Steel Bumper Swept Back Painted w/o FEPTO
	0

	 
	Two tow pins and step plates on top of bumper
	 

	Cab & Equipment
	 
	 

	
	Alum Cab 115in BBC Fiberglass Hood SBFA                                                                 
	0

	
	Fenders w/polished crown, spring tilt assist. Proprietary anti-blow-down

	
	locking mechanism that keeps hood open during servicing & prevents
	

	
	unintentional closing. Hood latch each side secures hood to cowl.
	

	
	Proprietary all-alum cab is light weight & durable for long service life. One-

	
	piece roof reduces potential for leaks. Two-piece windshield for cost
	

	
	effective windshield replacement. Lap seam construction & aircraft
	

	
	fasteners has greater clamp load than rivets. Bulkhead style doors provide

	
	virtually water-tight, rattle-free performance. Extruded alum door frames

	
	for strength & durability. Full length, heavy-duty piano-type stainless steel

	
	door hinges & pins provide durability. View window in RH door for safety.

	
	Electric windshield wipers & washers w/intermittent wiper function. Grab

	
	handles mtd on cab LH & RH for cab access. Convex mirror over RH door
	

	 
	& below each rear view mirror for improved visibility & safety.
	 

	 
	Severe Service Cab Package #1                                                                                     
	48

	
	INCLUDES ALUM SIDE SKINS, ALUM REAR SKIN, STEEL
	

	
	WINDSHIELD MASK, STEEL FIREWALL, AND STEEL FRONT FLOOR
	

	
	SHEET ON ALL CABS, AND ADDITIONAL REINFORCEMENT
	

	
	STRUCTURE ON THE BACK WALL OF THE DAY CAB.
	

	
	
	

	 
	CAB.
	 

	 
	Rubber Fender Lips 2.25 in Wide                                                                                     
	8

	 
	UltraRide Driver Seat                                                                                         
	0

	 
	UltraRide Passenger Seat                                                                                  
	6

	 
	Drivers Armrest - RH Only                                                                                                
	2

	
	Required in Model 587 with Evolution LX seats.  Optional with Evolution
	

	 
	ST Seats.
	 

	 
	Passenger Armrest - LH only                                                                                            
	2

	 
	Required with Evolution LX seats, optional with Evolution ST Seats.
	 

	 
	Black Seat Color ipo Standard Color                                                                               
	0

	 
	Air Ride Driver                                                                                                                    
	0

	 
	High Back Driver                                                                                                                
	0

	 
	Vinyl Driver                                                                                                                         
	0

	 
	Non-Air Ride Passenger                                                                                                    
	0

	 
	High Back Passenger                                                                                                        
	0

	 
	Vinyl Passenger                                                                                                                 
	0

	 
	Power Door Locks Both Doors                                                                                         
	2

	 
	Adjustable Steering Column - Tilt/Telescope                                                                
	11

	 
	Steering Wheel with Peterbilt Logo                                                                                  
	0

	 
	Steering Wheel with embossed Peterbilt logo over horn button.
	 

	 
	ProBilt Interior - Arctic Gray                                                                                             
	0

	
	Includes rugged charcoal instrument panels, gray dash with glare-
	

	
	resistant, charcoal soft-touch upper, dark gray hard trim, black bezels on

	
	gauges, cigar lighter and ashtray with power port, monochromatic dark
	

	
	gray durable doorpads with map pocket on driver's side, dark gray molded

	
	back wall, 18 inch 4-spoke soft-touch steering wheel, soft-touch steering

	
	column cover, power lift passenger window, extruded rubber floor
	

	
	covering, header-mounted domelight, driver and passenger dome/reading

	
	lights, footwell lighting, integrated "dead pedal", (5) inside entry grab
	

	
	handles, (2) inside sunvisors, (2) coat hooks, cup holder and map bin in
	

	 
	dash.
	 

	 
	Dark Window Tint ipo STD Tint - Day Cab                                                                       
	6

	 
	Extended Rear Window ipo Std Window-Day Cab                                                         
	0

	
	The extended rear window protrudes two inches more than the standard
	

	
	conventional rear cab window. Take this into consideration when
	

	 
	determining your loadspace.
	 

	 
	Day Cab Rear Window                                                                                                      
	0

	 
	Two Piece Flat Windshield                                                                                                
	0

	 
	Power Lift Windows - Both Doors 
For use with ProBilt or Prestige Interior
	0

	 
	Combo Fresh Air Heater/Air Conditioner 
With radiator mounted condenser, dedicated side window defrosters, Bi-Level Heater/Defroster Controls, 54,500 BTU/HR, and silicone heater hoses.
	0

	 
	Outside Sunvisor, Stainless Steel
	4

	 
	Stainless Steel Mirrors 7x16 with Heat Element
	2

	 
	(2) Convex 8 Inch SS Mirror 
Center mounted under mirror bracket. If rear view mirrors are heated, the convex mirrors will be heated.
	0

	 
	(1) Air Horn 24.5in Chrome - Round w/Horn Shield
	0

	 
	ConcertClass Head Unit Without CD 
Includes AM/FM and weatherband. Available with a Standard speaker system.
	10

	 
	Standard Speaker Package For Cab (2) Speakers
	4

	 
	CB Terminals/Wiring Mtd Under Header
	0

	 
	CB Antenna Mounting, RH Mirror
	0

	 
	RAMI Multiband Antenna System - Single Includes (1) 48 inch antenna.
	2

	 
	Plug-In Auto Reset Circuit Breaker in place of fuses in junction box.
	0

	 
	Removable Bugscreen Behind Grille
	2

	 
	Dual Door Stops Driver and Passenger
	2

	 
	Peterbilt Electric Windshield Wipers with Intermittent Feature
	0

	 
	Unibilt Cab Air Suspension Includes dual air bag suspension, leveling valve, and tracking rod.
	25

	 
	Triangle Reflector Kit Shipped Loose
	13

	 
	Axle Temp Gauges, Tandem Drive
	2

	 
	Guard(s) For Rear Axle Heat Gauge
	2

	 
	(2) General Air Pressure Gauges Plumbed To
	2

	 
	Firewall Bulkhead
	 

	 
	Air Restriction Indicator, Filterminder                                                                             
	0

	 
	Mounted on air cleaner or intake piping.
	 

	 
	Main Instrumentation Panel w/Graphics Display                                                            
	0

	
	Includes speedometer with tripodometer, tachometer with hourmeter and

	
	outside air temperature display, voltmeter, engine oil pressure, engine
	

	
	coolant temperature, fuel level, primary and secondary air pressure
	

	
	gauges. Includes standard warning light package: high water
	

	
	temperature, low oil pressure, and low air pressure warning lights
	

	
	w/audible alarms, high beam, turn signal, low fuel, parking brake, and ice

	
	warning indicators; seat belt reminder; rocker switches with long-life LED

	
	indicators; multi-function turn stalk with flash-to-pass feature (night mode

	
	flashes headlights and marker lights; day mode flashes headlights only),

	
	intermittent windshield wiper and headlamp beam control. Hydraulic
	

	 
	braked trucks do not include air pressure gauges.
	 

	 
	Headlight Single Pod Mtd w/Hella Vision Plus                                                               
	0

	 
	with Integral Turn Signals
	 

	 
	(5) Marker Lights, Aero LED
	0

	 
	Light Emitting Diodes
	 

	 
	Truckiite 44030R2 LED Stop/Turn/Tail
	2

	 
	40204 Backup, bracket mounted LH/RH EOF
	 

	 
	Moveable EOF Xmbr For Mounting Taillights
	10

	 
	Square EOF with or without EOF xmbr.
	 

	Paint
	 
	 

	 
	Standard Paint Color Selection
	 

	 
	(1) Color Dupont Two Stage - Cab/Hood
	 

	
	Base Coat/Clear Coat
	

	
	N85020   A -        L0006EB       WHITE - Stand
	

	
	N85400   HOOD TOP    L0006EB      WHITE - Stand
	

	
	N85500   CAB ROOF    L0006EB      WHITE-Stand
	

	
	N85200   FRAME       N0001EA       BLACK
	

	
	N85700   BUMPER      N0001EA       BLACK
	

	
	N85300   FENDER      L0006EB      WHITE-Stand
	

	 
	N85720   SK FAIRINGS L0006EB       WHITE - Stand
	 

	Options Not Subject To Discount
	 

	 
	Heavy Duty Emissions Surcharge $9250.00
	0

	Miscellaneous
	 
	 

	 
	Day Cab / ProBilt Interior (DB)
	0

	 
	Presentation Created Using Featured Spec
	0

	 
	for model
	 

	Total Weight
	
	18358

	
	
	

	
	Prices and Specifications Subject to Change Without Notice.
	

	
	
	

	
	Unpublished options may require review/approval.
	

	
	Dimensional and performance data for unpublished options may vary from that displayed in PROSPECTOR.
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4.2     Chassis Specifications
MODEL PROFILE:  International 2012 7600 SBA 6X4 2010 (SF667)

GVWR: 58,740 lbs.

DIMENSION: Wheelbase: 219.00, CA: 151.90, Axle to Frame: 75.00

ENGINE, DIESEL: {MaxxForce 13} EPA 10,410 HP@ 1700 RPM, 1450 lb-ft Torque@ 1000 RPM, 2100 RPM Governed Speed, 410 Peak HP (Max)

TRANSMISSION, AUTOMATIC: {Allison 4500_RDS_P} 4th Generation Controls; Wide Ratio, 5-Speed, With Overdrive; On/Off Hwy; Includes Oil Level Sensor, With PTO Provision, Less Retarder

AXLE, FRONT NON-DRIVING:  {Meritor MFS-20-133A} Wide Track, 1-Beam Type, 20,000-lb Capacity

AXLE, REAR, TANDEM:  {Dana Spicer DS405/RS405} Single Reduction, 40,000-lb Capacity, 200 Wheel Ends Gear Ratio: 5.29

CAB:  Conventional

TIRE, FRONT: (2) 385/65R22.5 G296 MSA (GOODYEAR) 488 rev/mile, load range J, 18 ply

TIRE, REAR:  (8) 11R22.5 G287 MSA (GOODYEAR) 498 rev/mile, load range H, 16 ply

SUSPENSION, REAR, TANDEM: {Hendrickson RT-403} Walking Beam Type 52" Axle Spacing; 40,000-lb Capacity with Rubber
Center Bushings

FRAME REINFORCEMENT:  Outer Channel, Heat Treated Alloy Steel (120,000 PSI Yield); 10.813” x 3.892" x 0.312";
(274.6mm x 98.9mm x 8.0mm); 480.0" (12192mm) Maximum OAL

PAINT:  Location 1: 9219, Winter White (Std.) 
[bookmark: OLE_LINK1]
TOW HOOK, FRONT (2) Frame Mounted

FRAME RAILS Heat Treated Alloy Steel (120,000 PSI Yield); 10.125" x 3.580" x 0.312" (257.2mm x 90.9mm x 8.0mm); 480.0" (12192) Maximum OAL

FRAME REINFORCEMENT Outer "C" Channel, Heat Treated Alloy Steel (120,000 PSI Yield); 10.813" x 3.892" x 0.312"; (274.6mm x 98.9mm x 8.0mm); 480.0" (12192mm) Maximum OAL

BUMPER, FRONT Steel, Swept Back
Includes
	BUMPER, FRONT Powder Coated Gray (Argent) Color

WHEELBASE RANGE 183" (465cm) Through and Including 248" (630cm)

AXLE, FRONT NON-DRIVING {Meritor MFS-20-133A} Wide Track, 1-Beam Type, 20,000-lb Capacity

SUSPENSION, FRONT, SPRING Parabolic, Taper Leaf; 20,000-lb Capacity; With Shock Absorbers
Includes
	 SPRING PINS Rubber Bushings, Maintenance-Free

BRAKE SYSTEM, AIR Dual System for Straight Truck Applications
Includes
BRAKE LINES Color and Size Coded Nylon
DRAIN VALVE Twist-Type
DUST SHIELDS, FRONT BRAKE
DUST SHIELDS, REAR BRAKE
GAUGE, AIR PRESSURE (2) Air 1 and Air 2 Gauges; Located in Instrument Cluster
PARKING BRAKE CONTROL Yellow Knob, Located on Instrument Panel
PARKING BRAKE VALVE for Truck
QUICK RELEASE VALVE Bendix on Rear Axle for Spring Brake Release: 1 for 4x2, 2 for 6x4
SLACK ADJUSTERS, FRONT Automatic
SLACK ADJUSTERS, REAR Automatic
SPRING BRAKE MODULATOR VALVE R-7 for 4x2, SR-7 with relay valve for 6x4

BRAKE SYSTEM, AIR and Standard Rear Air Cam Brakes Regardless of Axle /Suspension Ordered.

BRAKES, FRONT, AIR CAM 16.5" x 6", Includes 24 Sq. ln. Long Stroke Brake Chambers

DRAIN VALVE {Bendix DV-2} Automatic; With Heater; for Air Tank
Includes
	DRAIN VALVE Mounted in Wet Tank

AIR BRAKE ABS {Bendix Antilock Brake System} Full Vehicle Wheel Control System (4-Channel)

[bookmark: OLE_LINK2]AIR DRYER {Bendix AD-9} With Heater

BRAKE CHAMBERS, FRONT AXLE {Haldex} 24 Sq. In.

BRAKE CHAMBERS, REAR AXLE {Haldex GC3030LHDHO} 30/30 Spring Brake
Includes
BRAKE CHAMBERS,SPRING (2) Rear Parking; WITH TRUCK BRAKES: All 4x2,4x4; WITH TRACTOR BRAKES: All 4x2, 4x4;6x4 & 6x6 with Rear Tandem Axles Less Than 46,000-lb.or GVWR Less Than 54,000- lb.
BRAKE CHAMBERS, SPRING (4) Rear Parking; WITH TRUCK BRAKES: All 6x4, 6x6; WITH TRACTOR BRAKES:  6x4 & 6x6 with Rear Tandem Axles 46,000-lb. or Greater or GVWR of 54,000-lb. or Greater

BRAKES, REAR, AIR CAM S-Cam; 16.5" x 7.0"; Includes 30/30 Sq. ln. Long Stroke Brake Chamber and spring Actuated Parking Brake

AIR COMPRESSOR 21.0 CFM Capacity

STEERING COLUMN Tilting

STEERING WHEEL 2-Spoke, 18" Diam., Black

STEERING GEAR (2) {Sheppard M-100/M-80} Dual Power

EXHAUST SYSTEM Single, Horizontal, after treatment Device Frame Mounted outside Right Rail under Cab; Includes Vertical Tail Pipe and Guard
Includes
EXHAUST HEIGHT 10' Exhaust Height- Based on Empty Chassis with Standard Components (+ or- 1" Height)
 MUFFLER/TAIL PIPE GUARD Non-Bright Finish
TAIL PIPE (1) Tumback Type, Non-Bright, for Single Exhaust 
MUFFLER/TAIL PIPE GUARD (1) Bright Stainless Steel 

ELECTRICAL SYSTEM 12-Volt, Standard Equipment
Includes
BATTERY BOX Steel with Plastic Lid
DATA LINK CONNECTOR for Vehicle Programming and Diagnostics in Cab
FUSES, ELECTRICAL SAE Blade-Type
HAZARD SWITCH Push On/Push Off, Located on Top of Steering Column Cover
HEADLIGHT DIMMER SWITCH Integral with Turn Signal Lever
HEADLIGHTS (2) Sealed Beam, Round, with Chrome Plated Bezels
HORN, ELECTRIC Single
JUMP START STUD Located on Positive Terminal of Outermost Battery
PARKING LIGHT Integral with Front Turn Signal and Rear Tail Light
RUNNING LIGHT (2) Daytime, Included With Headlights
STARTER SWITCH Electric, Key Operated
STOP, TURN, TAIL & B/U LIGHTS Dual, Rear, Combination with Reflector
TURN SIGNAL SWITCH Self-Cancelling for Trucks, Manual Cancelling for Tractors, with Lane Change Feature
TURN SIGNALS, FRONT Includes Reflectors and Auxiliary Side Turn Signals, Solid State Flashers; Flush Mounted
[bookmark: OLE_LINK3]WINDSHIELD WIPER SWITCH 2-Speed with Wash and Intermittent Feature (5 Pre-Set Delays), integral with Turn Signal Lever
WINDSHIELD WIPERS Single Motor, Electric, Cowl Mounted
WIRING, CHASSIS Color Coded and Continuously Numbered

ALTERNATOR {Bosch LH160}, Brush Type, 12 Volt, 160 Amps. Capacity, Pad Mount

BODY BUILDER WIRING Back of Standard Cab at Left Frame or Under Extended or Crew Cab at Left Frame; Includes Sealed Connectors for Tail/Amber Turn/Marker/ Backup/Accessory Power/Ground and Sealed Connector for Stop/run

BATTERY SYSTEM {International} Maintenance-Free (3) 12-Volt, 2250CCA Total

RADIO {International} AM/FM Stereo with Weatherband, Clock, Auxiliary Input, Includes Multiple Speakers
Includes
	SPEAKERS IN CAB (2) Dual-Cone with Deluxe Interior
	SPEAKERS IN CAB (4) Coaxial with Premium Interior

TURN SIGNAL SWITCH With Hazard Flasher Overrides Brake, to be done with Programming System Controller

JUMP START STUD Remote Mounted
Includes
	JUMP START STUD Mounted to Battery Box

POWER SOURCE, TERMINAL TYPE 2-Post

HORN, AIR Black, Single Trumpet, Air Solenoid Operated

WINDSHIELD WIPER SPD CONTROL Force Wipers to Slowest Intermittent Speed When Park Brake Set and Wipers Left on for a Predetermined Time

TEST EXTERIOR LIGHTS Pre-Trip Inspection will Cycle all Exterior Lamps Except Back-up Lights
 
HEADLIGHTS ON W/WIPERS- Headlights will automatically turn on if Windshield Wipers are turned on
 
STARTING MOTOR {Leece-Neville M125} 12 Volt; Gear Reduced, With Thermal Over-Crank Protection

ALARM, PARKING BRAKE Electric Horn Sounds in Repetitive Manner When Vehicle Park Brake is "NOT' Set, With Ignition "OFF" and any Door Opened

CIRCUIT BREAKERS Manual-Reset (Main Panel) SAE Type Ill with Trip Indicators, Replaces All Fuses Except For 5-Amp Fuses

FENDER EXTENSIONS Rubber

INSULATION, UNDER HOOD for Sound Abatement

GRILLE Stationary, Chrome

INSULATION, SPLASH PANELS for Sound Abatement

FRONT END Tilting, Fiberglass. With Three Piece Construction Includes Long Hood

PAINT SCHEMATIC PT-1 Single Color, Design 100

[bookmark: OLE_LINK4]BLOCK HEATER–ENGINE {Phillips} 120 Vo1t, 1500 Watt

BLOCK HEATER SOCKET Receptacle Type; Mounted below Drivers Door

RADIATOR HOSES   Silicone; Molded

ENGINE, DIESEL {MaxxForce 13} EPA 10,410 HP@ 1700 RPM,1450 lb-ft Torque@ 1000 RPM,2100 RPM Governed Speed, 
410 peak HP (Max)
Includes: 
AIR COMPRESSOR AIR SUPPLY LINE Naturally-Aspirated (Air Brake Chassis Only)
ANTI-FREEZE Yellow Shell Rotella Extended Life Coolant; -40 Degrees F/-40 Degrees C; for MaxxForce 2010 Engines
COLD STARTING EQUIPMENT Automatic; With Engine ECM Control
CRUISE CONTROL Electronic; Controls Integral to Steering Wheel
ENGINE BLOCK Compacted Graphite Iron
ENGINE SHUTDOWN Electric, Key Operated
FUEL FILTER Top Access, Cartridge Type Filter Element; Engine Mounted
FUEL SYSTEM High Pressure Common Rail
GOVERNOR Electronic
HEAT MANAGEMENT SYSTEM Eco-Therm
Oil Filter-Drop-In Cartridge Type
Oil Pan Laminate Steel Composite
TURBO Twin Series
WET TYPE CYLINDER SLEEVES

FAN DRIVE {Horton Drivemaster} Direct Drive Type, Two Speed with Residual Torque Device for Disengaged Fan Speed
Includes
	Nylon Fan

RADIATOR Aluminum; Welded, Front to Back Cross-Flow System, 1593 Sqln,1929 Sq. In. DUAL CAC, 1548 Sq. In., 3 Core LTR
Includes
DEAERATION SYSTEM with Clear Fill/Surge Tank
HOSE CLAMPS, RADIATOR HOSES Gates Shrink Band Type; Thermoplastic Coolant Hose Clamps
RADIATOR HOSES Premium Rubber

FEDERAL EMISSIONS for 2010; MaxxForce 13 Engines

AIR CLEANER Dual Element
Includes
	GAUGE, AIR CLEANER RESTRICTION Air Cleaner Mounted

ENGINE CONTROL, REMOTE MOUNTED for PTO with MaxxForce 11, 13 & 15 Engines

COLD STARTING EQUIPMENT Automatic; With Engine ECM Control

FAN DRIVE SPECIAL EFFECTS Fan Cooling Ring with Fan Shroud Effects, Engine Mounted

EMISSION COMPLIANCE Low NOx Idle Engine

TRANSMISSION, AUTOMATIC {Allison 4500_RDS_P} 4th Generation Controls; Wide Ratio, 5-Speed, With Overdrive; On/Off Hwy; Includes Oil Level Sensor, With PTO Provision, Less Retarder
Includes
	OIL FILTER, TRANSMISSION Mounted on Transmission
	TRANSMISSION OIL PAN Magnet in Oil Pan

OIL COOLER, AUTO TRANSMISSION {Modine} Water to Oil, for Allison or CEEMAT 

TRANSMISSION SHIFT CONTROL {Allison} Push-Button Type for Allison 3000 & 4000 Series Transmission OIL Synthetic; 63 thru 76 Pints

ALLISON SPARE INPUT/OUTPUT for Rugged Duty Series (RDS); General Purpose Trucks, Construction

SHIFT CONTROL PARAMETERS Allison Performance Programming in Primary and Allison Economy Programming in Secondary

PTO CONTROL, DASH MOUNTED For Customer Provided PTO; Includes Switch, Electric/Air Solenoid, Piping and Wiring

AXLE, REAR, TANDEM {Dana Spicer DS405/RS405} Single Reduction, 40,000-lb Capacity, 200 Wheel Ends. Gear Ratio: 5.29
Includes
POWER DIVIDER LOCK Electric over Air Operated, Cab Control with Indicator light
REAR AXLE DRAIN PLUG (2) Magnetic, For Tandem Rear Axle

SUSPENSION, REAR, TANDEM {Hendrickson RT-403} Walking Beam Type 52" Axle Spacing; 40,000-lb Capacity with Rubber Center Bushings
Includes
	CROSSMEMBER, SUSPENSION Stamped Steel Double Dogbone

 SUSPENSION/REAR-AXLE IDENTITY for Dana Spicer Eaton Style Tandem Rear Axles with Bar-Pin Beam Attachment Type Suspensions

FUEL/WATER SEPARATOR {Racor} Fuel Pre-Filter and Filter Base. Includes Water-In-Fuel Sensor

FUEL TANK Top Draw; D Style, Non Polished Aluminum, 100 U.S. Gal., 378.5 L Capacity, 23.0" Tank Depth, Mounted Left Side Under Cab

CAB Conventional
Includes
ARM REST (2) Molded Plastic; One Each Door
CLEARANCE/MARKER LIGHTS (5) Flush Mounted
COAT HOOK, CAB Located on Rear Wall, Centered Above Rear Window
CUP HOLDERS Two Cup Holders
DOME LIGHT, CAB Rectangular Door Activated and Push On-Off at Light Lens, Timed Theater Dimming, Integral to Console, Center Mounted
GLASS, ALL WINDOWS Tinted
GRAB HANDLE, CAB INTERIOR (1) "A" Pillar Mounted, Passenger Side
GRAB HANDLE, CAB INTERIOR (2) Front of "B" Pillar Mounted, One Each Side
INTERIOR SHEET METAL Upper Door (Above Window Ledge) Painted Exterior Color
STEP (4) Two Steps per Door

HEATER HOSES Silicone

GAUGE CLUSTER English with English Electronic Speedometer
Includes
GAUGE CLUSTER (6) Engine Oil Pressure  (Electronic), Water Temperature (Electronic).Fuel (Electronic), Tachometer (Electronic), Voltmeter, Washer Fluid Level
ODOMETER DISPLAY, Miles, Trip Miles, Engine Hours, Trip Hours, Fault Code Readout
WARNING SYSTEM Low Fuel, Low Oil Pressure, High Engine Coolant Temp, and Low Battery Voltage (Visual and Audible)

GAUGE, OIL TEMP, ALLISON TRAN

GAUGE, AIR CLEANER RESTRICTION {Filter-Minder} With Black Bezel Mounted in Instrument Panel

IP CLUSTER DISPLAY On Board Diagnostics Display of Fault Codes in Gauge Cluster

SEAT, DRIVER {National 2000} Air Suspension, High Back with Integral Headrest, Vinyl, Isolator, 1 Chamber Lumbar, With 2 Position Front Cushion Adjust, -3 to +14 Degree Angle Back Adjust
Includes
	SEAT BELT 3-Point, Lap and Shoulder Belt Type

SEAT, PASSENGER {Gra-Mag} Non Suspension, High Back, Fixed Back, Integral Headrest, Vinyl
Includes
	SEAT BELT 3-Point, Lap and Shoulder Belt Type

MIRRORS (2) {Lang Mekra} Rectangular, 7.44" x 14.84" & 7.44" sq. Convex Both Sides, 102" Inside Spacing, Breakaway Type, Black Heads, Brackets & Arms

GRAB HANDLE Chrome; Towel Bar Type with Anti-Slip Rubber Inserts; for Cab Entry Mounted Left Side Only at "B" Pillar

ARM REST, RIGHT, DRIVER SEAT

AIR CONDITIONER {Blend-Air} With Integral Heater & Defroster
Includes
HEATER HOSES Premium
HOSE CLAMPS, HEATER HOSE Mubea Constant Tension Clamps
REFRIGERANT Hydrofluorocarbon HFC-134A INSTRUMENT PANEL Center Section, Flat Panel HVAC FRESH AIR FILTER
STORAGE POCKET, DOOR Molded Plastic, Full Width; Mounted on Passenger Door

FRESH AIR FILTER Attached to Air Intake Cover on Cowl Tray in Front of Windshield under Hood

CAB INTERIOR TRIM Deluxe
Includes
"A" PILLAR COVER Molded Plastic
CAB, INTERIOR TRIM PANELS Cloth Covered Molded Plastic, Full Height; All Exposed Interior Sheet Metal is Covered Except for the Following: with a Two-Man Passenger Sealer with a Full Bench Seat the Back Panel is Completely Void of Covering
CAB, INTERIOR TRIM CLOSEOUT Lower Dash Closeout Panel; Molded Plastic; Under Instrument Panel Driver Side
CONSOLE, OVERHEAD Molded Plastic; With Dual Storage Pockets with Retainer Nets and CB Radio Pocket
DOOR TRIM PANELS Molded Plastic; Driver and Passenger Doors
FLOOR COVERING Rubber, Black
HEADLINER Soft Padded Cloth
INSTRUMENT PANEL TRIM Molded Plastic with Black Center Section
STORAGE POCKET, DOOR (1) Molded Plastic. Full-Length; Driver Door
SUN VISOR (2) Padded Vinyl with Driver Side Toll Ticket Strap, Integral to Console

CAB REAR SUSPENSION Air Bag Type

WHEELS, FRONT DISC; 22.5" Polished Aluminum, 10-Stud (285.75MM BC) Hub Piloted, Flanged Nut, Metric Mount, 12.25 DC Rims: With Steel Hubs

WHEELS, REAR DUAL DISC; 22.5" Painted Steel, 5 Hand Hole, 10-Stud (285.75MMBC) Hub Piloted, Flanged Nut, Metric Mount, 8.25 DC Rims; With .472" Thick Increased Capacity Disc and Steel Hubs, Color - White

WARRANTY, Transmission-24 months/unlimited miles, Roadside Assistance–12 Months/unlimited miles, Corrosion Perforation-60 months/unlimited miles
